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Tank Valves

TV-1000 Series ¢ Ductile Iron Ball Valves

Standard Features & Benefits

¢ Sizes 2"-4" RP at 1000 psi WOG

¢ Cost-Effective

¢Eliminates the need for Plug Valves

¢ Locking Devices for added security
(standard dart and chain)

¢ 2-piece Ductile Iron Body

¢Blowout proof stem design

# Seats and Seals to your specification

¢ Grease Fitting on stem allows constant lubrication
and protection against corrosion and moisture

# Stainless Steel Ball (standard on 2"-3")

¢ Handle included at no extra charge

¢ Available in NACE trim
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CEUREWNES

DI-1500 & DI-2000 Series  Ductile [ron & Forged Steel Ball Valves

Standard Features & Benefits
¢ Size 2" RP at 1500 ps1 WOG
Sizes 1"-3" RP/FP at 2000 psi WOG
¢ Locking Devices for added security
(standard dart and chain)
#2-piece Ductile Iron Body (except for 1" 2000#)
eForged Steel (1" 2000#)
¢Blowout proof stem design
# Seats and Seals to your specification
¢ Grease Fitting on stem allows constant lubrication
and protection against corrosion and moisture
¢ Handle included at no extra charge
# Available in NACE trim
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