
Locking Handle
The T200 is designed to accept a pad 
lock for increased safety and security 
on the job site.

Disc
A polished aluminum-bronze 
disc with replaceable O-ring seat 
is standard. BUNA-N is used as a 
standard soft goods material, 
however Viton® soft goods are 
available on request.

Body
The T200 has a durable 

cast iron body, with 
nickel plating for 

corrosion prevention.

Stem
Stem is solid 

416 stainless steel

The C & C series T200 threaded butterfl y valve is the most cost-eff ective fl ow control valve for threaded applications. Its 
simple design allows for smooth operation and long valve life, with minimal maintenance. The T200 features a durable 
one-piece cast iron body, which is nickel plated for corrosion resistance, and a solid 416 stainless steel stem for superior 
strength. The T200’s simplistic design allows for easy fi eld repair without special tools or equipment. The T200 is 
pressure rated to 200 PSI and is available in sizes 2"~6" NPT.

T200 Series Threaded End
Butterfl y Valve

Size
A B C D E Weight Cv Rate

in mm in mm in mm in mm in mm lbs Kg Full Open

2" 4.25 107.95 5.22 132.56 4.15 105.41 8.00 203.20 3.00 76.20 9 4 120

3" 4.87 123.70 8.88 225.76 6.02 152.91 8.00 203.20 4.06 103.12 13 6 270

4" 5.12 130.05 10.03 254.77 6.34 161.04 8.00 203.20 5.31 134.87 19 9 520

6" 7.00 177.80 13.85 351.89 9.10 231.24 13.00 330.20 7.75 196.85 50 23 1300

Dimensional Data

No. Description Material
1 Body ASTM A126 Cast Iron w/ ENP Plating

2 Disc Aluminum Bronze

3 Stem 416 Stainless Steel

4 Handle Ball 440DC Stainless Steel

5 Handle Ductile Iron

6 Stem O-ring BUNA-N or Viton®

7 Disc O-ring BUNA-N or Viton®

Materials of Construction
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